BioVision Veterinary Endoscopy

Part No. Item Description
. . BVTEND03-00002 Arthroscope 2.7mm 0.D.,75mm W.L., 30 Degree Oblique, Nonautoclavable
S peCIfI cation sheet BVTINST2-00003  Cannula 3.97mm 0.D., 50mm W.L., 1 Non-Rotatable Stopcock
BVTINST3-00002 Obturator Conical Blunt

2.7mm Arthroscope, “Stubby”
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C B 75mm Working length
C 30° Oblique |
D 80° Field of View Eto
E 125mm Length — Recommended
< E Storz BioVision R.Wolf .
Applications:
Arthroscope
Diagnostic Rigid Endoscopy )
Arthroscopic Sheath
Summary:
Allows excellent visualization of joint interior. y
The light post incorporates a highly polished H
cone to funnel maximum light into the fiber Al (ﬂ L{ S— i
bundle for unparalelled illumination. Cannula 7/
stopcogk is 0 degrees to the lightpost for an A 397mm  Outside diameter
easy grip of the assembled scope. B 50mm Working length
Single, Non-Rotatable
Features: 0 v o ghtauid
. eg to lightguide
Pristine Rod Lens Optics
Low Temperature Sterilizable
Choice of obturator tip styles
Unique light gathering cone in light post Arthroscopic Obturator
Benefits: cont I::u"t —
. . t
Ideal for shallow joints (elbow, knee) as well oniea Sh::’p b " A
as general rigid endoscopy.
Light post adaptors and “B” style ocular cup
allows universal adaptability.
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